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OUTLINE 


The text editor generates, corrects and edits source fues such as assembler source files and BASIC text 

files. 

Data correction and edition are performed conversationally between the editor and programmer. 

-Activating the Editor-

The editor is activated by the following DOS 

commands. (See the photograph at right.) 

1. EDIT ICRI 
The editor is activated and entry of an editor com

mand is . awaited when this DOS command is ex

ecuted. 

2. EDIT <fIlename> ICR I 
The editor is activated and the specified source file 

in the active disk drive is· read when this DOS com

mand is executed, then the editor waits for entry of 

ari editor command. 

3. EDIT $FD3; <fHename> ICR I 
The editor is activated and the specified source file in drive 3 is read when this DOS command is exe

cuted. 

The editor has the following correction and editing functions. 

1. Insertion 2. Deletion 3. Alteration 

Each line of source text read into the edit buffer is assigned a sequential line number. 

Positions to be corrrected are specified with the character pointer (CP). 

Correction and edition can be performed in a units of lines or characters. Search and replacement can 

be performed in character string units. 

The memory map is as shown below when the text editor is used. 

Floppy disk 0000 Monitor 

00 12AO 
Floppy DOS

0 ------------. Text editor 

Floppy diSk~ Program unit 1 

o Append00 Program unit 2 
Edit buffer 

Stack area 

FFOO Reserved 
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Editor commands are listed in the following table. Commands separated from each other with the 

delimiter " • " and are executed when IeR Iis entered. 

Command type Command name Function 

Input command 

R 

A 

Clears the edit buffer and loads it wih the input me indicated by the 
mename. The CP is positioned at the beginning of the edit buffer after 
execution of this command. 
Appends the input me indicated by the fliename to the contents of the 
edit buffer. The CP position is not changed. 

Output command 
W Writes the edit buffer contents to the output file specified by the file

name in ASCII code. 

Page processing 
command 

PR 

PA 

PW 

Loads the remainder of a me whose beginning has been loded with the 
R or A command. The PR command clears the edit buffer before the 
data is loaded and the P A command adds the data to the current con
tents of the edit buffer. 
Same as the W command, except that the maximum amount of data 
output is 1 page. 

PC 

PK 

Terminates execution of the processing command. This command is 
required whenever a PR, PA or PWcommand is executed. 
Kills the me opened by a page processing command. 

Type command 
T 

nT 

Displays the entire contents of the edit buffer. The CP position is not 
changed. 
Displays n lines starting at the CP position. 

CP positioning 
command 

B 
nJ 
nL 

L 

nM 
M 
Z 

Positions the CP at the beginning of the edit buffer. 
Positions the CP at the beginning of the line indicated by n. 
Moves the CP to the beginning of the line n lines after the current CP 
position. 
Moves the CP to the beginning of the current line. This is the same as 
when n = 0 in the nL command. 
Changes the CP position by n characters. 
Does not move the CP. This is the same as when n =0 in the nM command. 
Moves the CP to the end of the text in the edit buffer. 

Correction 
command 

C 

Q 

I 

Searches for the specified character string and replaces it with another 
character string; the search starts at the current CP position and proceeds 
to the end of the edit buffer. The CP is repositioned to the end of the 
character string replaced. 
Repeats the C command each time the specified character string is found 
until the end of the edit buffer is reaches. The CP is repositioned to the 
end of the character string last replaced. 
Inserts the specified character string at the position of the CP. The CP is 
repositioned to the end of the character stirng inserted. Line numbers are 

nK 
K 

nD 
D 

updated when a line is inserted with this command. 
Deletes the n lines following the CP. The CP position is not changed. 
Deletes all characters preceding the CP position until a IeR Icode is 
detected. The IeR Icode is not deleted. 
Deletes the n characters following the CP. 
No operation 

Search command 

Special command 

S 

-........ 

= 

& 
# 
! 

Searches for the specified character string, starting at the CP position and 
proceeding to the end of the buffer. The CP is repositioned to the end of 
the character stirng when it is found. 

Executes the specified built-in command. 
Displays the number of characters stored in the edit buffer (including 
spaces and CRs). 
Displays the number of the line at which the CP is located. 
Deletes the entire contents of the edit buffer. 
Changes the list mode for listing to the printer. 
Transfers control to the Floppy DOS. 

Most of the above commands are compatible with those used in the NOVA editor program manufac

tured by the Data General Corporation. 
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CHARACTER POINTER AND DELIMITER 

The character pointer (ep) is positioned at the boundary between two adjacent characters or the 

beginning or end of the text. It does not point directly at any character. 

Movement of the CP is explained below based on the assumption that the following text is stored in 

the edit buffer. The beginning of the edit buffer 
(The beginning of text) CP 

1 LD A, 14H 


2 LD B, 7 


3 ADD A, B 
Command lL

4 DAA 

Command B 

CP -

CP ~ 

CP --

L 

D 

[SP] 

A 

, 

1 

4 

H 

ICRI _... -
L 

D 

[SP] 

B 

, 
7 

ICRI 
A 

D 

D 

Edit buffer (Line numbers are not stored 

in the edit buffer.) 


Command SM 

Command 3J 

~ The beginning of line 3 

The B command moves the CP to the beginning of the edit buffer, the J command moves it to the top 

of the specified line and the L command to the beginning of the nth line from the line in which the CP is 

currently located; the top of the specified line is the boundary following the / CR Icode of a preceding line. 

Delimiters are used as separators between editor commands. Entering several editor commands and 

separating them with delimiters allows them to be executed consecutively by pressing the /C R / key. 

The I (Insert) command must be followed by a delimiter because it uses/ CR Icodes as character codes 

for the source text. 

The following example replaces ADD on line 3 in the above program with ADC. 

3J!a2M!alD!aIC!a ICRI or B!aCADD!aADC ICRI 

-Screen Edit
/~ 	 The line on which the cursor is located can be modified by entering new data from the keyboard and 

pressing the/ CR Ikey after data has been displayed by executing the T, C, Q or S command. The ep is 

positioned at the end of the updated line. 

Note that the line number may be changed when the I, D or K command is executed. 
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TEXT EDITOR COMMANDS 


-Input Commands-

R (Read file) Command 
This command clears the edit buffer area, then loads it with the source file (ASCII file) specified by the 

filename; loading starts at the beginning of the edit buffer. The CP is positioned at the beginning of the 

edit buffer after execution of this command. 

-

* RFORMULA#l IeR I Reads source fue FORMULA#l into the edit buffer. 

*R$FDl; FORMULA#l IeR I Reads source fue FORMULA#l from the disk in drive 1 

into the edit buffer. 

- Enter R followed by the file name while in the command wait state. 


- The editor searches for the file and reads it. 


- The file is stored starting at the beginning of the edit buffer as shown below. 


- The CP is positioned to the beginning of the edit buffer after reading. 


CP 

FORMULA#l R command 
Source fIle FORMULA #1 

- The beginning of the edit 

buffer 

Edit buffer 

- The message 11 Full buffer" is dis1?layed when the edit buffer becomes full. In this case, only part of 

the input file is stored in the edit buffer. 

- The page processing mode is entered automatically when the buffer becomes full. Therefore, the 

remainder of the input file can be read by the PR command. 

Note: 11 * 11 is displayed to indicate that the system is in the command wait state. 
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A (Append file) Command 
This command appends the file specified by the filename to the contents of the edit buffer. The CP 

position is not changed. 

*AFORMULA#2 ICRI Appends source file FORMULA#2 to the contents of the 

edit buffer.

*A$FD2; FORMULA#2 IeR I Appends source file FORMULA#2 from the disk in drive 2 

to the contents of the edit buffer. 

- Enter A followed by the file name while in the command wait state. 

- The editor searches for the specified file and reads it. 

- The file is stored in the area following the end of the last text in the edit buffer. The figure below 

shows a case in which the file FORMULA#2 is appended to the file FORMULA# 1. 

FORMULA#l 

FORMULA#2 

- The beginning of the edit 
buffer 

Edit buffer 
FORMULA#2 
Source file 

~ The message "Full buffer" is displayed when the edit buffer becomes full. In this case, only part of 

the sepecified file is store the edit buffer and the contents of the edit buffer must be reedited to store 

the entire file. 

- The page processing mode is entered automatically when the buffer becomes full. Therefore, the 

remainder of the input file can be read by the PR command. 
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-Output Command-

W (Write) Command 

This command outputs the entire contents of the edit buffer to the file specified by the filename 

regardless of the CP position. 

*WFORMULA#3 ICR I Outputs the contents of the edit buffer to file FORMULA#3 

in the active drive. 

* W$FD2; FORMULA#3 ICR I Outputs the contents of the edit buffer to file FORMULA#3 

in floppy disk drive 2 ($FD2). 

- Enter W followed by the filename while in the command waite state. 

- The editor waits for entry of another command after the edit buffer contents have been output. 

The file generated is a source file. 

Text editor 

The beginning of - 1------------1 W command 
the edit buffer 

Text 

fliename 11 FORMULA#3 11 

Edit buffer 

FORMULA#3 
Source file 

- The CP position is not changed by execution of the W command. 
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-Page Processing Commands-

These commands are used in cases where the total size of files to be edited exceeds the size of the edit 

buffer, as shown in the following examples. 

If the disk is replaced with a new one during page processing, the contents of the disk may be destroyed. 

Be sure to tenninate page processing before replacing the disk. . 

1. When several files are to be edited and the resulting file is larger than the edit buffer: 

CD * RABC ICR I 	 Reads source file "ABC" into the edit buffer. 

® * ADEF ICR I 	 Reads source file" DEF ,I and appends it to the contents of the edit buffer 

until the buffer is full. Message "Full buffer" is displayed. 

Note: 	 If *RDEF IeR I is entered, the contents of fIle "ABC" stored in the edit 

buffer are cleared and file "DEF" is loaded in the edit buffer from its begin

ning. 

®* PWGHIICRI 	 Outputs the contents of the edit buffer to file "GBI" after editing is com

pleted. 

®* PR ICRI 	 Reads the remainder of a file specified by a preceding PR command into the 

edit buffer. In this example, the command reads the remainder of file 

"DEF" into the edit buffer. 

Note: File name "DEF" specified in step ® remains valid. 

®*PWICRI 	 Outputs the contents of the edit buffer and appends it to the file specifIed 

by the preceding PW command after editing is completed. In this example, 

the command appends the contents of the edit buffer to file "GB!. 11 

®*PCICR I 	 Terminates page processing. (This command is mandatory.) 

File "ABC 11 Edit buffer 	 File "GHI" 

~I}~GD _______________ ® 

File "DEF" 

Edit buffer 
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-----------------

------------

2. When the tile to be edited is larger than the edit buffer: 

CD* RABC ICR I Reads source file "ABe" into the edit buffer until it is full. Message "Full 

buffer" is displayed. 

Note: Omission of the file name in the first page processing command will result in 

error. 

®* PWDEFlcRI Outputs the contents of the edit buffer to file "DEF" after editing is com

pleted. 

Note: *PW IeR I results in an error. An error results when editing increases the size 

of file in the edit buffer so that it exceeds the size of the edit buffer. 

®* PRlcRI Reads the remainder of file "ABe" into the edit buffer. 

Note: A file name specified in step CD remains valid until a new file name is speci

fied. 

@* PWICRI 	 Appends the contents of the edit buffer to file "DEF" after editing is com

pleted. 

®* PCICRI 	 Terminates page processing. (This command is mandatory.) 

® Repeat steps®and@when file "ABe" is too large to be processed by performing steps ® and @ 

once. 

File "ABC" 	 Edit buffer File "DEF" 

®CD 

------~----
~ 

) 	 y® Edit buffer 

} 
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3. When the fIle 	to be edited first is larger than the edit buffer and another file is to be edited and append

ed to the fIrst edited file: 

CD* RABC ICRI Reads file 11 ABC 11 into the edit buffer until the buffer is full. 

®* PWDEFlcRI Outputs the contents of the edit buffer to file "DEF" after editing is com

pleted. 

®* PRlcRI Reads the remainder of file 11 ABC 11 into the edit buffer. 

@*PWICRI Appends the contents of the edit buffer to file 11 DEF 11 after editing is com

pleted. 

®* PRGHI ICRI 
Note: 

Reads file 11 GHI 11 into the edit buffer. 

In this case, specifying *PR I eR I will not be valid if the end of file "ABC" 

has been reached. 

@* PW ICRI Appends the contents of the edit buffer to file "DEF 11 after editing is com

pleted. 

0* PC ICRI Terminates page processing. (This command is mandatory.) 

File "ABC" Edit buffer File "DEF" 

File "GHI 11 

® 

Edit buffer 

Edit buffer 

4. When a ftIe which was opened by a page processing command is to be killed: 

CD* PK ICRI Kills the file opened by a page processing command. 
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-Type Command-

T (Type) Command 

This command displays all part of the contents of the edit buffer. The CP position is not changed. 

*TlcRI Displays all of the contents of the edit buffer with line numbers attached. 

* nT ICRI Displays the n lines following the CP. (Same as the above when n =0.) 

- Key in the number of lines, n followed by T (Type) while in the command wait state. 

- Press ICR Ito display the contents of the edit buffer. 

- The following are special cases of nT. 

n =0 : the same as T 

n < 0 : results in the error message "???" 

n £ m (where m is the number of lines from the one at which the CP is located to the end of the 

buffer contents): only m lines are displayed. 

- The current CP position can be determined with the nT command, since display starts with the charac

ter following the boundary at which the CP is located. 

- Press the I BREAK I key to terminate T command execution. 

Press the ISPACE Ikey to suspend T command execution, and press it again to resume it. 

- The photograph at right shows the relationship 
.Tbetween the type command and the CP for the 1 START: Et~T 
2 LD SP STARTfollow ing text. 3 CALL tIMSTiTIMER SET 
4 CALL LETNL;NEW LINE 
5 END 

1. START: ENT *3-.JII2T 
3 CALL TIMSTjTIMER SET 

2. LD SP, START 4 CALL LETNLjNEW LINE 
t19p0g2T3. CALL TIMST ; TIMER SET 3 -TTHER SET 

4. CALL LETNL ; NEW LINE 4 CALL LETNLjNEW LINE 
5. END • 

- The error message "Large" is displayed when n exceeds 65535. 
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-CP Positioning Commands

B (Begin) Command 

I1 *BlcRI Positions the CP to the beginning of the edit buffer. 

l! 

Key in B while in the command wait state. 

- Press ICRI. 

- The B command is executed to position the CP to the beginning of the edit buffer. 

- nB performs the same function. 

Z Command 

Positions the CP to the end of the contents of the edit buffer. * ZICRI 

- Key in Z while in the command wait state. 

- Press ICR I. 
The Z command is executed to position the CP to the end of the contents of the edit buffer. 

- nZ performs the same function. 

J (Jump) Command 
. 

* nJ ICRI Positions the CP to the beginning of line n. 

- Key in line number n and J while in the command wait state. 


- Press IeR I. 

- The nJ command is executed to position the CP to the beginning of line n. 


- The following are special cases. 

n = 0 or 1 or n is omitted: the command performs the same function as the B command. 


n < 0 : results in the error message "???". 


n ~ m (where m is the number of lines of the edit buffer contents): the command performs the 


same function as the Z command. 
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L (Line) Command 

This command moves the CP forward or backward the specified number of lines. The CP is positioned 

at the beginning of the specified line after execution. 

* nL ICRI Moves the CP to the beginning of the nth line from the line at which it is 

currently located. 

*LlcRI Moves the CP to the beginning of the line at which it is currently located. 

Key in number of lines, nand L while in the command wait state. 


Press 1CR I. 


The CP is positioned at the beginning of the specified line when the nL command is executed. 


The following are special cases: 

n =0 : the command functions in the same manner as the L command. 

n'~ m (where m is the number of lines from the line on which the CP is located to the end of the 

edit buffer contents): the command functions in the same manner as the Z command. 

n < 0: 	 the CP is moved In I lines toward the beginning of the edit buffer. 

In I ~ Q - I (where Q is the number of the line at which the CP is currently located): the 

command functions in the same manner as the B command. 

M (Move) Command 

This command moves the CP forward or back~ard by the specified number of characters. Spaces and 

carriage returns are counted as characters, but line numbers are not. 

Moves the CP to the position which is n characters from its current position. 

- Key in number of characters, n and M while in the command wait state. 

- Press 1CR I. 

Executing the nM command moves the CP to the specified boundary between characters. 

- When n < 0, the CP is moved backward by In I characters. 

- The CP position is not changed when n = 0 or if it is omitted. 
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-Correction Commands-

C (Change) Command 

This command replaces a string in the edit buffer with another string. The search for the specified 

string starts at the current CP position and proceeds toward the end of the edit buffer; the string is re

placed when it is found and the CP is positioned at the end of the string replaced. 

* Cstring 1 B!B! string 2 1eR 1 Searches for the character string specified by string 1, starting 

at the current CP position and proceeding toward the end of the 

edit buffer; replaces the string with the one specified by string 2 

when it is found.

* Cstring 11 eR I Deletes the character string specified by string 1. 

Key in C while in the command wait state. 

Key in the string to be located followed by a delimiter. 

- Key in the string which is to replace the one located. 

- Press 1 eR 1 and a search is made for the first string. Only the first occurrence of the string is replaced. 

The line including the string replaced is displayed and the CP is positioned at the end of that string. 

- The message "Not found" is displayed if the specified string is not found and the CP is positioned 

to the beginning of the edit buffer. 

Q (Queue) Command 

This command repeats the function of the C command each time the specified character string is 

found until the end of the edit buffer is reached. The CP is repositioned to the end of the string last 

replaced. 

* Qstring 1 lA string 2 1eR 1 Causes the function of the C command to be executed 

repeatedly.

* Qstring 1 IeR I Deletes all occurrences of the character string specified 

by string 1. 

Key in Q while in the command wait state. 

- The remainder of the operation is the same as for the C command. 

*r 
- The potograph at right shows the result of execution 1 LD BCt(XTEMP)

2 LD (X Et'1P) , DE 
3 .JP 13SSHof the Q command on the following text. 
4- XTEMP:DEFS 2 . 
• ~XTEMP"BUFFER1 LD BC, (XTEMP) 1. .... D BC, (BUFFER)

2 LD (XTEMP), DE 2 LD (BUFFER),DE
4_T BUFFER:DEFS 2 .

3 JP 1300H 


4 XTEMP: DEFS 2 i'LD BC,(BUFFER) 

~ LD (BUFFER) ,DE 

-JP 13SSH
4 BUFFER:DEFS 2 

* 
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I (Insert) Command 

This command inserts the specified string at the CP position. A carriage return is performed on the CRT 

screen if one is included in the string. 

Line numbers are updated automatically when a new line is inserted. The CP is repositioned to the end 

of the string inserted. 

* Istring • IeR I Inserts the specified string at the CP position. 

* Istring 1 IeR I Inserts the lines specified by string 1, string 2 and string 3 at the CP 

position. 

string 2 IeR I 
string 31 eR I 
1111 eR I A IeR Iis treated as a character by the I command. Therefore, a 

delimiter must be keyed in before IeR Iis pressed to execute the 

command. 

- Key in I while in the command wait state. 

- Key in the string to be inserted. 

- Strings keyed in are inserted at the CP position and the contents of the edit buffer following the CP 

are automatically shifted toward the end of the edit buffer. 

- When a I eR Iis keyed in, it is inserted as a carriage return code. 

- Key in a delimiter m after all the strings have been keyed in. 

- Press IeR Ikey to execute the I command. 

- The photograph at right shows an example of 

using the I command. 	 .T 

1 START:ENT 

2 LD SP START 
3 CALL tIMSTiTIMER SET 

Text: 	 4 CALL XTEMP;SET TEMPO 
'5 END 
*4.1.ILD A ~ S; TEMPO 5 

1 START: ENT IT 
~ START:ENT

2 LD SP, START 2 LD SP START 
3 CALL TIMST ; TIMER SET 	 ~ CALL tIMST~TIMER SET 

4 LD A~5·TEMt'O 5 
4 CALL XTEMP ; SET TEMPO 	 ~ CALL xtEMP;SET TEMPO 

bEND5 END • 
LD A, 5 ;TEMPO 5 is inserted between lines 3 


and 4 of the above text. 
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K (Kill) Command 

This command deletes the n lines preceding or following the CP from the edit buffer. 

* nK ICRI Deletes the n lines preceding or following the CP from the edit buffer. 

A line is not deleted if the CP is located within it, since characters 

preceding or following the CP are not deleted. 

* KlcRI Deletes characters preceding the CP position until a IeR Iis detected. 

The IeR Iis not deleted. 

- Key in the number of lines, nand K while in the command wait state. 

- Press IeR I to execute the K command. 

Operation differs according to the value of n as follows. 

n> 0: 	 Deletes all characters following the CP until n IeR Icodes are detected. 

IeR I codes detected are also deleted. Command execution ends after the last IeR I 

code has been deleted. 

n < 0 : 	 Deletes all characters preceding the CP until In I+ I IeR Icodes are detected. 

The ( In I+ I )th IeR Icode is not deleted. 

n = 0 or Deletes all characters preceding the CP until a I eR I code is detected. That is, 

not specified deletes the part of the line in front of the CP. The IeR I code detected is not 

deleted. 


Line numbers are automatically updated after 

.rdeletion. 
1 AABBCC 
2 DDEEFF- The CP position is not changed. 3 GGHHII 
4 -JJKKLL 
.3-~4P1".1K"T 
1 AHBB-~C - The photograph at right shows an example of the 2 DDEEFF 
3 GGHH-JJKKLLresult of execution of the K command with the • 2 -J~4ME<8. T 
2-'! AH-BBr-rFF -J-Jfollowing text. (This text is presented only for 

:3 __.GGHt4JJKKLL


the purpose of illustration; it has no meanings •.::5._~-LKIIT 
1. (3(jHHJ-JKKLL

in assembly language.) • 
1 AABBCC 

2 DDEEFF 

3 GGHHII 

4 JJKKLL 
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D (Delete) Command 

This command deletes the specified number of characters from the edit buffer, starting at the CP 

position. 

*nOICR\ 

* OICRI 

Deletes the specified number of characters from the edit buffer, starting 


at the CP position. 


A IeR Icode is counted as a character. 


(No operation results.) 


- Key in the number of character n and O. 

-~1>ress! eR I to execute the command. 

- Operation differs according to the value of n as follows. 

n> 0: Deletes the n characters following the CP from the edit buffer. 

A IeR Icode is counted as a character. 

n< 0: Deletes the In Icharacters preceding the CP from the edit buffer. 

A IeR Icode is counted as a character. 

n = 0 or No operation results. 
not specified 

- Line numbers are automatically updated if necessary. 

- The CP position is not changed. 

- The photograph at right shows an example of the 

result of execution of the D command with the 

following text. (This text is presented only for 

the purpose of this illustration; it has no meaning 

in assembly language.) 

1 ABeD 

2 EFGH 

3 IJKL 

4 MNOP 
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-Search Command-

S (Search) Command 

This command searches for the specified character string in the contents of the edit buffer. 

* S string IeR I Searches for the specified character string, starting at the current CP position; 

the CP is repositioned to the end of the character string when it is found. 

- Key in S. 


- Key in the string to be located. 


- Press IeR Ito execute the S command. 


- The search starts at the current CP position and proceeds toward the end of the buffer. 

- When the specified string is found, the line which includes it is displayed and the CP is positioned to 

the end of the character string. 

If the specified string cannot be found, the message "Not found 11 is displayed and the CP is reposi

tioned to the beginning of the edit buffer. 

- The photograph at right shows the result of a search for the character string "LETNL 11 in the follow

ing text. The line including "LETNL 11 is displayed following the S command. The 2T command 

indicates that the CP is positioned to the end of the string. 

1 START: ENT 

2 LD SP, START 

*T
3 CALL TIMST ; TIMER SET 1 START:ENT 
2 LD SP START4 CALL LETNL ; NEW LINE 3 CALL tIMST;TIMER SET 

5 LD A, , 04H ; TEMPO<--4 	 4 CALL LETNL~NEW LINE 
5 LD A}e4H;T~MPO<--46 CALL XTEMP 6 CALL XTEMP 


7 END 7 END 

.RBSLETt~L 
4-~~LL LETNL;NEW LINE 
*2T
4 ;NEW LINE 
5= LD H}84H;TEMPO(--4• 
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-Special Commands

"" Command 
This command executes the specified built-in command. " * " is displayed to indicate that command 

entry is awaited after execution. 

*"DELETE ABC ICR I Deletes file ABC.ASC. 
o· 

Enter the" command when 11 * appears to indicate that command entry is awaited.11 

Specify the built-in DOS command and press the CR key; the command is then executed. 


The XFER and EXEC commands cannot be executed. The RUN command cannot be executed when 


the program is too long to be executed. 


- No built-in DOS commands can be executed in the page processing mode. If an attemp is made to 

execute one in the page processing mode, the message "Page opened! 11 is output. In this case, reset 

the page processing mode with the PC or PK command. 

= Command 

Displays the total number of characters (including spaces and CRs) stored 

in the edit buffer. 

* =ICRI 

-

- Key in = " (equal) while in the command wait state. 11 

- Press IeR I; the total number of characters stored in the edit buffer is displayed . 

. Command 

Displays the number of the line on which the CP is located.* .ICRI 

- Key in . (period) while in the command wait state. 


- Press IeR I; the line number on which the CP is located is displayed. 


& Command 

* &ICRI Clears the contents of the edit buffer. 

- Key in & (ampersand) while in the command wait state. 

- Press 1eR I; the contents of the edit buffer are then cleared. 
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# Command 

* #leRI Changes the printer list mode. 

- Key in # (sharp symbol) while in the command wait state. 

- Press IeR I; the printer list mode is then changed. 

- The printer list mode is disabled when the text editor is started. It is enabled when the # command is 

executed once; executing it again disables it, and so on. 

- The following shows a listing obtained by executing the T command when the printer list mode is 

enabled. 

::: u T\/PE: EI··.,jT 
4 LD DE,SWTBL; DE:=SWITCH TABLE 
5 CPILL '?GSW; CHEC~::: GLOBf-)L BWI TCH 
6 RE·r c 
7 C(.:')LL Cg~l._l SE 1.... E Cl· eRT U~: LVT 
8 er-IL.L.. ?SEP CHECV SEPf-)Rf.~ TEF-~ 

9 RET C 
1 (I CP 2CI·-\ ~3EP~~F:I~~TEF-~::::: 11 !I 11 ? 

11 LD f.~,:::;. :::;. IS EPR CODE 

1.2 SCF 
1 ::::: ~:ET ~~ Z 
14 TVPtO:: C{iL.L.. ?L.S(.1J ; CHECV 1._OCf~l.... Sl,\J ITCH 
15 F:ET C 
16 LD A,S 8 IS ERR CODE 
17 SCF 

1::'1 F:ET I'~ Z EI::;:HC1R, 1... :::;1,\1 [.::: )~: 1HT 

19 L D C:!I l 28 ; 1.... u:tt: :::: 1. 28 

20 t::XX 

21 LD 8,4; DEFAULT MODE=ASC 

22 E:~X >< 

2::::: Cfil....I... f~:c:lF'E::N 


24 F~E:T C 

:.,?~; c; (~~ L.I.... ;~~ 1\1 1.... 


:,~:b J f~: C, T\(F'EEI:;: 

:·2)' C (~, 1.... L. ·rF ::~; If.) T F:3 T· C:; L. Cl:lJ (:\ L. :31.,-j T·rCI···i 

:·2:8 DEFB ~381···1; /F' 


:~:(l C:,:.)1...1... C:, F'P{~(::-;E:· ~ i... p·r P{:,E;:r hl13 
:::,1. J RC, T\/I::'E:E:P 
:~;::::~ Cr.:~I.... I.... 1·1n:OECI< ;; F II ... E:I·1C1DE CHFCI< 
33 DEFB 4 .ASe ? 

! Command 

Returns control to Floppy DOS 

Key in ! (exclamation mark) while in the command wait state. 

- Press I eR I; control is then returned to Floppy DOS. 
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ERROR MESSAGES 


Error message Explanation Related commands 

Full buffer The edit buffer is full. R,A,PR,PA 

??? n < 0 in the nT or nJ command. T, J 

Large n greater than 65535 was specified. T,J,L,M,K,D,B,Z 

Not found The string specified in the command was not found. S,C,Q 

I 
Invalid Other than an editor command was entered or an incorrect format 

was used. 
Ex) *H ICR I: There is no H command. *S ICR I: A string should be specified. 

Any case 

I 

Page opened ? The file to be subjected to page processing is not defined (or is not 
opened). 

PR,PA,PW 

Page opened ! An attempt to execute the ! or "-command was made on a fIle which 
was subjected to page processing, but which was not closed or killed 
by the PC or PK command. 

! , "

No fIle is saved 
after edition 
End of job? 

These messages are displayed where an attempt is made to execute a 
! command after the edit buffer contents have been corrected with
out first executing a W or PW command. Pressing the [y] key in this 
case executes the ! command. Pressing the [EJ key causes the system 
to await entry of a new editor command. 

! 

Note: 	Refer to the System Error Messages in the System Command manual for the system errors. 

Display of the message "Already opened" during execution of a W command indicates that there 

is a PW command which has not been closed. 
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